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The Arcots E ESD safety shoe line offers a combination of design, comfort and safety for every beginner.

Coating description:

Size:

Packaging units:
Standards:
Protection class:

Grundanforderung(en):

Optionale Anforderung(en):

Shoe shape:

Sohle:

Slip resistance:
Durchtritthemmung:
Toe cap:

Tab:

Inner lining:

Upper material:

Extras:

safety shoe Arctos E low,
ESD, S3 - Steel

36,37,38,39,40, 41, 42, 43,44, 45, 46, 47,48
1 pair/ 8 pair

ENISO 20345:2011

S3

P - puncture resistance (EN ISO 20345:2011, EN 12568)

A - Antistatic: contact resistance 2 105Q and < 108Q

E - Energy absorption in the heel area: A special cushioning system is incorporated into the heel area of the
shoe

FO - Oil and petrol resistant sole (standard in the EN ISO 20345:2011, EN ISO 20346:2011 and EN I1SO 20347:2012
standards)

WRU - upper part of the shoe, water penetration and water absorption (60min = water absorption < 30%)
(EN 1SO 20345:2011)

profile sole

Cl - Cold insulation of the sole: Temperature drop after 30 minutes at -17°C < 10°C

Low shoe

PU

SRC - Slip resistance on ceramic tile floors with NaLS and on steel floors with glycerine (SRA + SRB=SRC)
Puncture-resistant steel midsole

Steel cap

Closed, padded PU flap

Breathable textile lining

PU
cowhide

Reflective applications
ESD-compliant equipment
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Industry: Construction / Waste / Recycling
Services / logistics / facility management
Craft / manufacturing industry
Heavy industry
Agriculture / Gardening Landscaping / Forestry
Light industry
Food / Hygiene
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